
Gamintojas
Ðalis
Tipas
Galia
Vardinë pirminës apvijos átampa
Vardinë antrinës apvijos átampa
Jungimo grupë
Átampos reguliavimas
Faziø skaièius
Vardinis dažnis     
Aušinimas
Trumpojo jungimo átampa
Tušèios eigos nuostoliai
Trumpojo jungimo nuostoliai
Triukšmo lygis
Pirminës apvijos izoliacijos lygis (U m / U AC / U LI)  
Antrinës apvijos izoliacijos lygis (U m / U AC / U LI)  
Aplinkos temperatûra
Max. temperatûros pakilimas (Alyva/Apvija) 
Pastatymo aukðtis virð jûros lygio
Standartas
Matmenys (Ilgis x Plotis x Aukškis)  
Bendras svoris
Aktyviosios dalies svoris 
Alyvos svoris
Pirminës ir Antrinës apvijos medþiagos
Izoliacinis skystis

Izoliatoriai                                                ( A.Á. )
                                                                ( Þ.Á. )
Standartiškai priklausantys priedai
AÁ ir ÞÁ porcelianiniai izoliatoriai
Alyvos pildymo vožtuvas
Áþeminimo gnybtai
Ratukai 
Këlimo kilpos
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ASTOR
TURKEY

DTRLT 160/10
160 kVA

10 kV
0.400 arba 0.420 (pasirinktinai kV)

Yzn 11
10kV ±  2  x  2,5 %

3
50 Hz
ONAN
4,0 %

300 W
2350 W

52 dB(A)
12 / 28 / 75 kV

1,1 / 5 / -- kV
  -35 ……. +35 C

  60 / 65 C
iki 1000 m

 IEC  60076 
1050 x 840 x 1320 mm

750 kg
450 kg
190 kg 
AL / AL

Mineralinë alyva (atitinkanti AB LESTO 
reikalavimus) pagal IEC 60296 standart¹

Porcelianiniai izoliatoriai 20 Nf  250 x 3 vnt. 
Porcelianiniai izoliatoriai A 1/ 250 x 4 vnt.

 
 

Alyvos išleidimo vožtuvas (varžtas)
5 padëèiø atðakø perjungëjas

Techniniø duomenø lentelë
Daþø spalva:  Karðtai cinkuotas

TECHNINËS      CHARAKTERISTIKOS

Pastaba: 1 - Matmenys ir svoriai yra apytikslûs.
Pastaba: 2 - Nuokrypiai pagal IEC 60076.

ASTOR
3 Country of origin TURKEY
4 Type
5 Nominal power 160 kVA
6 Nominal primary voltage 10 kV
7 Nominal secondary voltage at no load, 0,400 / 0,420 kV
8 Vector group Yyn 0
9 Tappings, range / steps on ( H.V. winding) at no load ; 10 kV ± 2 x 2,5 %
10 Number of phases 3
11 Frequency 50 Hz
12 Cooling method ONAN
13 Impedance at normal rating 4,0 %
14 No load current 1,7 %
15 No load losses at normal voltage 300 W
16 Load losses at normal rating 2350 W
17 Max. noise level 52 dB(A)
18 Insulation level for H.V. ( U m / U AC / U LI ) 12 / 28 / 75 kV
19 Insulation level for L.V. ( U m / U AC / U LI ) 1,1 / 5 / -- kV
20 Ambient temperature -35 ……. +35 °C
21 Max. temperature rise ( Oil / Winding ) 60 / 65 °C
22 Altitude above sea level up to 1000 m
24 Standards IEC 60076 
25 Dimensions ( L x W x H ) 1050 x 840 x 1320 mm
26 Total weight 750 kg
27 Weight of active part 450 kg
28 Weight of oil 190 kg
29 Materials of windings Aluminium / Aluminium
30 Oil type Inhibited mineral transformer oil.
Nynas Nytro Lyra X acc. to IEC 60296
31 Termination arrangement ( H.V. ) Porcelain bushings 20 Nf 250 x 3 ( DIN )
( L.V. ) Porcelain bushings A 1/ 250 x 4 ( DIN )
Bushings are on the cover.
32 Accessories 
Porcelain insulators Lifting slings 
Oil level indicator Technical data plate
Oil filling valve Oil drain valve ( screw )
Earthing terminals Pressure relief valve
5 positions off load tap changer Wheels
Thermometer (with 2 couples contacts) Paint colour : Grey RAL 7033, 120-200 µm
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