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Hydraulic 
Crimping  
Tools
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STILO 45 - BATTERY OPERATED CRIMPING TOOL

Rotation 270° allows easy 
operation also in confined 
spaces

Ro
op
sp

Ergonomic 2-Component 
handle for fatigue-proof 
working

gonomic 2-Component 

Mini USB-port: 
 - Output of Compression curves
 and fault messages 
 - Mantainance controle 
 - Software and USB-cable inclusive

ni USB-port:

Battery state control is 
readable directly on the 
battery by led lights

Battery state control is

Crimping head with snap 
closure, replaceable dies and 
patented high speed piston 
return for accelerated working 
process.

ng head with snap pingCrimpi

Multifunctional 
3 colour LED-indication
Multifunctional 

Manual returnManual return

Powerful rechargeable 18V quick  
slot-in battery with own  
management system for max.  
safe and efficient working
1,5 Ah - standard
3,0 Ah - optional available

werful rechargeable 18V qu

battery incl.

2,3 kg
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DEPENDING฀ON฀TYPE฀AND฀SIZE฀OF฀TERMINALS฀USED

HYDRAULIC CRIMPING TOOLS - OVERVIEW
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150 mm²

240 mm²

240 mm²

300 mm²

400 mm²

400 mm²

400 mm²

630 mm²

1.000 mm²

1.600 mm²

45 kN

50 kN

60 kN

60 kN

130 kN

130 kN

130 kN

230 kN

520 kN

600 kN
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Set HP45
���

���

Set STILO45

SERIES 45 - 45 kN

MAIN CHARACTERISTICS HP45 - STILO45

Description Order No. Dimensions Weight

Set crimping tool HP45 440 x 190 x 80 mm ���฀KG

HP45 – Hand Operated Hydraulic Crimping Tool

Technical Characteristics:

s฀,IGHT฀AND฀COMPACT฀STRUCTURE
s฀0UMP฀BODY฀IN฀LIGHT฀ALLOY
s฀3NAP฀CLOSURE฀CRIMPING฀HEAD�฀ROTATES฀���ª
s฀!UTOMATIC฀PRESSURE฀SAFETY฀VALVE
s฀-ANUAL฀RETURN฀AT฀ANY฀POSITION฀BY฀TURNING฀THE฀MAIN฀HANDLE

Tool dimensions: ....................................................................... ���฀X฀���฀X฀��฀MM
Tool weight:..................................................................................................... ���฀KG

Set Equipment:

s฀4EST฀2EPORT
s฀-ANUAL฀CRIMPING฀TOOL
s฀0LASTIC฀CASE฀FOR฀MANUAL฀HYDRAULIC฀TOOL฀AND฀MAXIMUM฀��฀CRIMPING฀DIES

COMPRESSION SECTION max. 150 mm²

MAXIMUME STROKE 16 mm

COMPRESSION FORCE 45 kN

OPERATING PRESSURE 470 bar (47 MPa)

Crimping Type (EXAGONAL 4RAPEZOID Round

Crimping Die

Crimping Shape

Max. Cross section ���฀MM§ ��฀MM§ ���฀MM§

Selection of crimping dies Page 60

Plastic case for dies Page 60

CRIMPING RANGE TABLE HP45 - STILO45

Description Order No. Dimensions Weight

Set crimping tool STILO45 ���฀X฀���฀X฀��� 2,3 kg

STILO45 – Battery Operated Hydraulic Crimping Tool

Technical Characteristics:

see page 42

Tool dimensions: ....................................................................... ���฀X฀���฀X฀��฀MM
Tool weight:.............................................................................2,3 kg (incl. battery)

Set equipment:

s฀4EST฀2EPORT
s฀"ATTERY
OPERATED฀HYDRAULIC฀CRIMPING฀TOOL฀��K.
s฀(IGH฀PERFORMANCE฀BATTERY฀�,I
)ON฀��6฀���!H	
s฀"ATTERY฀CHARGER
s฀53"
CABLE
s฀3OFTWARE฀�#$	
s฀#OMFORTABLE฀STURD฀NYLON฀CASE

Accessories see page 59
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Set HP50SetSet

398

���

SERIES 50 - 50 kN

MAIN CHARACTERISTICS HP50

COMPRESSION SECTION max. 240 mm²

MAXIMUME STROKE 16 mm

COMPRESSION FORCE 50 kN

OPERATING PRESSURE 520 bar (52 MPa)

Description Order No. Dimensions Weight

Set crimping tool HP50 440 x 190 x 80 mm ���฀KG

HP50 – Hand Operated Hydraulic Crimping Tool

Technical Characteristics:

s฀,IGHT฀AND฀COMPACT฀STRUCTURE
s฀0UMP฀BODY฀IN฀LIGHT฀ALLOY
s฀3NAP฀CLOSURE฀CRIMPING฀HEAD�฀ROTATES฀���ª
s฀1UICK฀FEED฀WITH฀DOUBLE฀HYDRAULIC฀CYLINDER
s฀!UTOMATIC฀PRESSURE฀SAFETY฀VALVE
s฀-ANUAL฀RETURN฀AT฀ANY฀POSITION฀BY฀TURNING฀THE฀MAIN฀HANDLE

Tool dimensions: ....................................................................... ���฀X฀���฀X฀��฀MM
Tool weight:..................................................................................................... ���฀KG

Set Equipment:

s฀4EST฀2EPORT
s฀-ANUAL฀CRIMPING฀TOOL฀
s฀0LASTIC฀CASE฀FOR฀MANUAL฀HYDRAULIC฀TOOL฀AND฀MAXIMUM฀��฀CRIMPING฀DIES

Crimping Type (EXAGONAL Indent 4RAPEZOID Oval Notch Round
Strip off 

insert
Adapter  
!$��
��

Crimping Die

     

Crimping Shape
Allows use of 45 
series dies, on 50, 
60-1, 60-3 series

Max. Cross section ���฀MM§ ��฀MM§ ��฀MM§ ���฀MM§ ���฀MM§ ���฀MM§ ������฀MM§ see page 63

Selection of crimping dies Pages 61 - 63

Plastic case for dies Page 63

Adapter for crimping dies Page 63

CRIMPING RANGE TABLE HP50
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Set HP60-3

Set PP60-1

Insulated version

on request

Set HP60-3

ted versionted version

request

InsulatedInsulated

on req

392

168

Set PP60-

198

��

SERIES 60-1/3 - 60 kN

MAIN CHARACTERISTICS PP60-1 - HP60-3 - API60-1

Description Order No. Dimensions Weight

Set crimping tool HP60-3 440 x 190 x 80 mm ���฀KG

HP60-3 – Hand Operated Hydraulic Crimping Tool

Technical Characteristics:

s฀3TURDY฀AND฀COMPACT฀STRUCUTURE
s฀3NAP฀CLOSURE฀CRIMPING฀HEAD�฀ROTATES฀���ª
s฀1UICK฀FEED฀WITH฀DOUBLE฀HYDRAULIC฀CYLINDER฀
s฀!UTOMATIC฀PRESSURE฀SAFETY฀VALVE
s฀-ANUAL฀RETURN฀AT฀ANY฀POSITION฀BY฀TURNING฀THE฀MAIN฀HANDLE

Tool dimensions: ....................................................................... ���฀X฀���฀X฀��฀MM
Tool weight:..................................................................................................... ���฀KG

Set Equipment:

s฀4EST฀2EPORT
s฀-ANUAL฀CRIMPING฀TOOL
s฀0LASTIC฀CASE฀FOR฀MANUAL฀HYDRAULIC฀TOOL฀AND฀MAXIMUM฀��฀CRIMPING฀DIES

Description Order No. Dimensions Weight

Set crimping head PP60-1 ���฀X฀���฀X฀��฀MM 2,1 kg

PP60-1 – Hydraulic Crimping Head

The unit must be operated through 700 bar hydraulic pump to reach 

compression force of 60 kN. (pages 77 - 84)

Technical Characteristics:

s฀3TURDY฀AND฀COMPACT฀STRUCUTURE
s฀/PENABLE฀HEAD฀TO฀MAKE฀IT฀EASY฀TO฀POSITION฀AND฀INSERT฀THE฀CRIMPING฀DIES
s฀1UICK฀MAKE฀SNAP฀LOCK฀CONNECTION฀AND฀NON฀DETACHABLE฀DUST฀CAP฀

Tool dimensions: ......................................................................... ��฀X฀���฀X฀��฀MM
Tool weight:..................................................................................................... 1,6 kg

Set Equipment:

s฀(YDRAULIC฀#RIMPING฀(EAD
s฀0LASTIC฀CASE฀FOR฀#RIMPING฀HEAD฀AND฀MAXIMUM฀��฀CRIMPING฀DIES

COMPRESSION SECTION max. 240 mm²

MAXIMUME STROKE 17 mm

COMPRESSION FORCE 60 kN

OPERATING PRESSURE 700 bar (70 MPa)
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Set API60-1

Insulated version

on request

Description Order No. Dimensions Weight

Set crimping tool API60-1 610 x 400 x 140 mm ���฀KG

API60-1 – Battery Operated Hydraulic Crimping Tool

Technical Characteristics:

s฀,IGHT฀AND฀COMPACT฀STRUCTURE
s฀#RIMPING฀HEAD฀WITH฀SNAP฀CLOSURE�฀ROTATES฀���ª
s฀(IGH฀SPEED฀FEED฀WITH฀DOUBLE฀HYDRAULIC฀CYLINDER
s฀0RESSURE฀RELEASE฀BUTTON฀WITH฀SINGLE฀HANDED฀OPERATION
 (on both sides, for left- and right handed operators)

s฀&ASTENING฀RING฀FOR฀SHOULDER฀STRAP
s฀%RGONOMIC฀GRIP฀FOR฀WEIGHT฀BALANCE฀AND฀EASY฀AND฀SAFE฀OPERATION
s฀0LASTIC฀HOUSING�฀GRIP฀AND฀PRESSURE฀RELEASE฀BUTTON�฀INSULATING฀AND฀SHOCK฀
 presistant

s฀)NTELLIGENT฀ELECTRONIC฀TOOL

Tool dimensions: ....................................................................... ���฀X฀���฀X฀��฀MM
Tool weight:..................................................................................................... 3,6 kg

Set Equipment:

s฀4EST฀2EPORT
s฀"ATTERY
OPERATED฀HYDRAULIC฀CRIMPING฀TOOL
s฀����6����!H฀,I
)ON฀n฀BATTERY฀n฀2!�
s฀"ATTERY฀CHARGER฀n฀,'�
s฀(ANDY฀GRIP฀FOR฀SAFE฀TRANSPORT
s฀0LASTIC฀CASE฀FOR฀CRIMPING฀TOOL฀AND฀MAXIMUM฀��฀CRIMPING฀DIES
s฀3HOULDER฀STRAP฀
฀4'�

Accessories see page 59

Selection of crimping dies Pages 61 - 63

Plastic case for dies Page 63

Adapter for crimping dies Page 63

CRIMPING RANGE TABLE PP60-1 - HP60-3 - API60-1

Crimping Type (EXAGONAL Indent 4RAPEZOID Oval Notch Round
Strip off 

insert
Adapter  
!$��
��

Crimping Die

     

Crimping Shape
Allows use of 45 
series dies, on 50, 
60-1, 60-3 series

Max. Cross section ���฀MM§ ��฀MM§ ��฀MM§ ���฀MM§ ���฀MM§ ���฀MM§ ������฀MM§ see page 63
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Set HP60-4

Description Order No. Dimensions Weight

Set crimping tool HP60-4 ���฀X฀���฀X฀���฀MM 4,6 kg

HP60-4 – Hand Operated Hydraulic Crimping Tool

Technical Characteristics:

s฀3TURDY฀AND฀COMPACT฀STRUCUTURE
s฀3NAP฀CLOSURE฀CRIMPING฀HEAD�฀ROTATES฀���ª
s฀1UICK฀FEED฀WITH฀DOUBLE฀HYDRAULIC฀CYLINDER฀
s฀!UTOMATIC฀PRESSURE฀SAFETY฀VALVE
s฀-ANUAL฀RETURN฀AT฀ANY฀POSITION฀BY฀TURNING฀THE฀MAIN฀HANDLE

Tool dimensions: ....................................................................... ���฀X฀���฀X฀��฀MM
Tool weight:..................................................................................................... 2,8 kg

Set Equipment:

s฀4EST฀2EPORT
s฀-ANUAL฀CRIMPING฀TOOL
s฀0LASTIC฀CASE฀FOR฀CRIMPING฀TOOL฀AND฀��฀CRIMPING฀DIES

Set PP60-2Set PP60-2

Description Order No. Dimensions Weight

Set crimping head PP60-2 ���฀X฀���฀X฀��฀MM 2,3 kg

PP60-2 – Hydraulic Crimping Head

The unit must be operated through 700 bar hydraulic pump to reach 

compression force of 60 kN. (pages 77 - 84)

Technical Characteristics:

s฀3TURDY฀AND฀COMPACT฀STRUCUTURE
s฀/PENABLE฀HEAD฀TO฀MAKE฀IT฀EASY฀TO฀POSITION฀AND฀INSERT฀THE฀CRIMPING฀DIES
s฀1UICK฀MAKE฀SNAP฀LOCK฀CONNECTION฀AND฀NON฀DETACHABLE฀DUST฀CAP

Tool dimensions: ......................................................................... 93 x 198 x 93 mm

Tool weight:..................................................................................................... ���฀KG

Set Equipment:

s฀(YDRAULIC฀#RIMPING฀(EAD
s฀0LASTIC฀CASE฀FOR฀#RIMPING฀HEAD฀AND฀MAXIMUM฀��฀CRIMPING฀DIES

SERIES 60-2/4 - 60 kN

COMPRESSION SECTION max. 300 mm²

MAXIMUME STROKE 17 mm

COMPRESSION FORCE 60 kN

OPERATING PRESSURE 700 bar (70 MPa)

MAIN CHARACTERISTICS PP60-2 - HP60-4 - API60-2

198

93

396

���
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Set API60-2

Description Order No. Dimensions Weight

Set crimping tool API60-2 610 x 400 x 140 mm ���฀KG

API60-2 – Battery Operated Hydraulic Crimping Tool

Technical Characteristics:

s฀,IGHT฀AND฀COMPACT฀STRUCTURE
s฀#RIMPING฀HEAD฀WITH฀SNAP฀CLOSURE�฀ROTATES฀���ª
s฀(IGH฀SPEED฀FEED฀WITH฀DOUBLE฀HYDRAULIC฀CYLINDER
s฀0RESSURE฀RELEASE฀BUTTON฀WITH฀SINGLE฀HANDED฀OPERATION
(on both sides, for left- and right handed operators)

s฀&ASTENING฀RING฀FOR฀SHOULDER฀STRAP
s฀%RGONOMIC฀GRIP฀FOR฀WEIGHT฀BALANCE฀AND฀EASY฀AND฀SAFE฀OPERATION
s฀0LASTIC฀HOUSING�฀GRIP฀AND฀PRESSURE฀RELEASE฀BUTTON�฀INSULATING฀AND฀SHOCK฀
 presistant

s฀)NTELLIGENT฀ELECTRONIC฀TOOL

Tool dimensions: ....................................................................... ���฀X฀���฀X฀��฀MM
Tool weight:..................................................................................................... 3,9 kg

Set Equipment:

s฀4EST฀2EPORT
s฀"ATTERY
OPERATED฀HYDRAULIC฀CRIMPING฀TOOL
s฀����6����!H฀,I
)ON฀n฀BATTERY฀n฀2!�
s฀"ATTERY฀CHARGER฀n฀,'�
s฀(ANDY฀GRIP฀FOR฀SAFE฀TRANSPORT
s฀0LASTIC฀CASE฀FOR฀CRIMPING฀TOOL฀AND฀MAXIMUM฀��฀CRIMPING฀DIES
s฀3HOULDER฀STRAP฀
฀4'�

Accessories see page 59

Crimping Type (EXAGONAL Indent 4RAPEZOID Notch Round

Crimping Die

Crimping Shape

Max. Cross section ���฀MM§ ��฀MM§ ���฀MM§ ��฀MM§ ���฀MM§

Selection of crimping dies Pages 64 - 65

Plastic case for dies Page 65

CRIMPING RANGE TABLE PP60-2 - HP60-4 - API60-2
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Set PP130-C

Set HPI 130-C

���

128

SetSet

���

222

SERIES 130-C - 130 kN

MAIN CHARACTERISTICS PP130-C - HPI130-C - API130-C

Description Order No. Dimensions Weight

Set crimping head PP130-C ���฀X฀���฀X฀���฀MM ���฀KG

PP130-C – Hydraulic Crimping Head

The unit must be operated through 700 bar hydraulic pump to reach 

compression force of 130 kN. (pages 77 - 84)

Technical Characteristics:

s฀3TURDY฀AND฀COMPACT฀STRUCUTURE
s฀#฀HEAD฀FOR฀EASY฀POSITIONING฀OF฀DIES฀
s฀1UICK฀MAKE฀SNAP฀LOCK฀CONNECTION฀AND฀NON฀DETACHABLE฀DUST฀CAP฀

Tool dimensions: ....................................................................... ���฀X฀���฀X฀��฀MM
Tool weight:..................................................................................................... 4,1 kg

Set Equipment:

s฀(YDRAULIC฀#RIMPING฀(EAD
s฀0LASTIC฀CASE฀FOR฀CRIMPING฀HEAD฀AND฀��฀CRIMPING฀DIES

COMPRESSION SECTION max. 400 mm²

MAXIMUME STROKE 30 mm

COMPRESSION FORCE 130 kN

OPERATING PRESSURE 700 bar (70 MPa)

Description Order No. Dimensions Weight

Set crimping tool HPI130-C ���฀X฀���฀X฀���฀MM 8,2 kg

HPI130-C – Hand Operated Hydraulic Crimping Tool

Technical Characteristics:

s฀3TURDY฀AND฀COMPACT฀STRUCUTURE
s฀3NAP฀CLOSURE฀CRIMPING฀HEAD�฀ROTATES฀���ª
s฀1UICK฀FEED฀WITH฀DOUBLE฀HYDRAULIC฀CYLINDER฀
s฀3INGLE฀HAND฀USE฀BY฀INNERSIDE฀HANDLE
s฀!UTOMATIC฀PRESSURE฀SAFETY฀VALVE
s฀-ANUAL฀RETURN฀AT฀ANY฀POSITION฀BY฀TURNING฀THE฀MAIN฀HANDLE

Tool dimensions: ....................................................................... ���฀X฀���฀X฀��฀MM
Tool weight:..................................................................................................... 6,6 kg

Set Equipment:

s฀4EST฀2EPORT
s฀-ANUAL฀CRIMPING฀TOOL
s฀0LASTIC฀CASE฀FOR฀CRIMPING฀TOOL฀AND฀�฀CRIMPING฀DIES

HEAD OPENING: 29 mm
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Set API130-C

29 mm

Description Order No. Dimensions Weight

Set crimping tool API130-C 610 x 400 x 140 mm 9,6 kg

API130-C – Battery Operated Hydraulic Crimping Tool

Technical Characteristics:

s฀,IGHT฀AND฀COMPACT฀STRUCTURE
s฀#RIMPING฀HEAD฀WITH฀SNAP฀CLOSURE�฀ROTATES฀���ª
s฀(IGH฀SPEED฀FEED฀WITH฀DOUBLE฀HYDRAULIC฀CYLINDER
s฀0RESSURE฀RELEASE฀BUTTON฀WITH฀SINGLE฀HANDED฀OPERATION
(on both sides, for left- and right handed operators)

s฀&ASTENING฀RING฀FOR฀SHOULDER฀STRAP
s฀%RGONOMIC฀GRIP฀FOR฀WEIGHT฀BALANCE฀AND฀EASY฀AND฀SAFE฀OPERATION
s฀0LASTIC฀HOUSING�฀GRIP฀AND฀PRESSURE฀RELEASE฀BUTTON�฀INSULATING฀AND฀SHOCK฀
 presistant

s฀)NTELLIGENT฀ELECTRONIC฀TOOL

Tool dimensions: ....................................................................... ���฀X฀���฀X฀��฀MM
Tool weight:..................................................................................................... 6,1 kg

Set Equipment:

s฀4EST฀2EPORT
s฀"ATTERY
OPERATED฀HYDRAULIC฀CRIMPING฀TOOL
s฀����6����!H฀,I
)ON฀n฀BATTERY฀n฀2!�
s฀"ATTERY฀CHARGER฀n฀,'�
s฀(ANDY฀GRIP฀FOR฀SAFE฀TRANSPORT
s฀0LASTIC฀CASE฀FOR฀CRIMPING฀TOOL฀AND฀MAXIMUM฀��฀CRIMPING฀DIES
s฀3HOULDER฀STRAP฀
฀4'�

Crimping Type (EXAGONAL Indent 4RAPEZOID Oval Round Strip off insert

Crimping Die

Crimping Shape

Max. Cross section ���฀MM§ ���฀MM§ ���฀MM§ �฀X฀���฀MM§ ���฀MM§ ������฀MM§

Selection of crimping dies Pages 66 - 68

Plastic case for dies Page 68

CRIMPING RANGE TABLE PP130-C - HPI130-C - API130-C

Accessories see page 59
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Set PP130-C2

Set HPI 130-C2

���

129

SetSet
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���

SERIES 130-C2 - 130 kN

MAIN CHARACTERISTICS PP130-C2 - API130-C2

Description Order No. Dimensions Weight

Set crimping head PP130-C2 ���฀X฀���฀X฀���฀MM ���฀KG

PP130-C2 – Hydraulic Crimping Head

The unit must be operated through 700 bar hydraulic pump to reach 

compression force of 130 kN. (pages 77 - 84)

Technical Characteristics:

s฀3TURDY฀AND฀COMPACT฀STRUCUTURE
s฀#฀HEAD฀FOR฀EASY฀POSITIONING฀OF฀DIES฀
s฀1UICK฀MAKE฀SNAP฀LOCK฀CONNECTION฀AND฀NON฀DETACHABLE฀DUST฀CAP

Tool dimensions: ....................................................................... ���฀X฀���฀X฀��฀MM
Tool weight:..................................................................................................... 4,4 kg

Set Equipment:

s฀(YDRAULIC฀#RIMPING฀(EAD
s฀0LASTIC฀CASE฀FOR฀CRIMPING฀HEAD฀AND฀��฀CRIMPING฀DIES

COMPRESSION SECTION max. 400 mm²

MAXIMUME STROKE 42 mm

COMPRESSION FORCE 130 kN

OPERATING PRESSURE 700 bar (70 MPa)

Description Order No. Dimensions Weight

Set crimping tool HPI130-C2 ���฀X฀���฀X฀���฀MM 8,2 kg

HPI130-C2 – Hand Operated Hydraulic Crimping Tool

Technical Characteristics:

s฀3TURDY฀AND฀COMPACT฀STRUCUTURE
s฀3NAP฀CLOSURE฀CRIMPING฀HEAD�฀ROTATES฀���ª
s฀1UICK฀FEED฀WITH฀DOUBLE฀HYDRAULIC฀CYLINDER฀
s฀3INGLE฀HAND฀USE฀BY฀INNERSIDE฀HANDLE
s฀!UTOMATIC฀PRESSURE฀SAFETY฀VALVE
s฀-ANUAL฀RETURN฀AT฀ANY฀POSITION฀BY฀TURNING฀THE฀MAIN฀HANDLE

Tool dimensions: ....................................................................... ���฀X฀���฀X฀��฀MM
Tool weight:..................................................................................................... ���฀KG

Set Equipment:

s฀4EST฀2EPORT
s฀-ANUAL฀CRIMPING฀TOOL
s฀0LASTIC฀CASE฀FOR฀CRIMPING฀TOOL฀AND฀�฀CRIMPING฀DIES

HEAD OPENING: 42 mm
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Set API130-C2

42 mm

Description Order No. Dimensions Weight

Set crimping tool API130-C2 610 x 400 x 140 mm 10,1 kg

API130-C2 – Battery Operated Hydraulic Crimping Tool

Technical Characteristics:

s฀,IGHT฀AND฀COMPACT฀STRUCTURE
s฀#RIMPING฀HEAD฀WITH฀SNAP฀CLOSURE�฀ROTATES฀���ª
s฀(IGH฀SPEED฀FEED฀WITH฀DOUBLE฀HYDRAULIC฀CYLINDER
s฀0RESSURE฀RELEASE฀BUTTON฀WITH฀SINGLE฀HANDED฀OPERATION฀�ON฀BOTH฀SIDES�฀FOR฀
 left- and right handed operators)

s฀&ASTENING฀RING฀FOR฀SHOULDER฀STRAP
s฀%RGONOMIC฀GRIP฀FOR฀WEIGHT฀BALANCE฀AND฀EASY฀AND฀SAFE฀OPERATION
s฀0LASTIC฀HOUSING�฀GRIP฀AND฀PRESSURE฀RELEASE฀BUTTON�฀INSULATING฀AND฀SHOCK฀
 presistant

s฀)NTELLIGENT฀ELECTRONIC฀TOOL

Tool dimensions: ....................................................................... 430 x 300 x 96 mm

Tool weight:..................................................................................................... 6,6 kg

Set Equipment:

s฀4EST฀2EPORT
s฀"ATTERY
OPERATED฀HYDRAULIC฀CRIMPING฀TOOL
s฀����6����!H฀,I
)ON฀n฀BATTERY฀n฀2!�
s฀"ATTERY฀CHARGER฀n฀,'�
s฀(ANDY฀GRIP฀FOR฀SAFE฀TRANSPORT
s฀0LASTIC฀CASE฀FOR฀#RIMPING฀TOOL฀AND฀MAXIMUM฀��฀CRIMPING฀DIES
s฀3HOULDER฀STRAP฀
฀4'�

Selection of crimping dies Pages 66 - 68

Plastic case for dies Page 68

CRIMPING RANGE TABLE PP130-C2 - HPI130-C2 - API130-C2

Crimping Type (EXAGONAL Indent 4RAPEZOID Oval Round Strip off insert

Crimping Die

Crimping Shape

Max. Cross section ���฀MM§ ���฀MM§ ���฀MM§ �฀X฀���฀MM§ ���฀MM§ ������฀MM§

Accessories see page 59



��

Set PP130-H

Adapters and punch for 

deep indent compression 

on request

Adapters and punch for 

deep indent compression 

on request

Set HPI130-H

263

��

Adapters and punch foAdapters and punch fo

deep indent compressi

request

AdaAda

deep i

on req

���

���

SERIES 130-H - 130 kN

MAIN CHARACTERISTICS PP130-H - HPI130-H - API130-H

Description Order No. Dimensions Weight

Set crimping head PP130-H ���฀X฀���฀X฀���฀MM ���฀KG

PP130-H – Hydraulic Crimping Head

The unit must be operated through 700 bar hydraulic pump to reach 

compression force of 130 kN. (pages 77 - 84)

Technical Characteristics:

s฀3TURDY฀AND฀COMPACT฀STRUCUTURE
s฀/PENABLE฀HEAD฀TO฀MAKE฀IT฀EASY฀TO฀POSITION฀AND฀INSERT฀THE฀CRIMPING฀DIES฀
s฀1UICK฀MAKE฀SNAP฀LOCK฀CONNECTION฀AND฀NON฀DETACHABLE฀DUST฀CAP฀
s฀!DAPTERS฀AND฀PUNCH฀FOR฀DEEP฀INDENT฀COMPRESSION

(EAD฀OPENING� ................................................................................................��฀MM
Tool dimensions: ......................................................................... ��฀X฀���฀X฀��฀MM
Tool weight:..................................................................................................... 3,4 kg

Set Equipment:

s฀(YDRAULIC฀#RIMPING฀(EAD
s฀0LASTIC฀CASE฀FOR฀CRIMPING฀HEAD฀AND฀��฀CRIMPING฀DIESI

Description Order No. Dimensions Weight

Set crimping tool HPI130-H ���฀X฀���฀X฀���฀MM ���฀KG

HPI130-H – Hand Operated Hydraulic Crimping Tool

Technical Characteristics:

s฀3TURDY฀AND฀COMPACT฀STRUCUTURE
s฀#RIMPING฀(
HEAD฀�฀ROTATES฀���ª
s฀1UICK฀FEED฀WITH฀DOUBLE฀HYDRAULIC฀CYLINDER฀
s฀3INGLE฀HAND฀USE฀BY฀INNERSIDE฀HANDLE
s฀!UTOMATIC฀PRESSURE฀SAFETY฀VALVE
s฀-ANUAL฀RETURN฀IN฀ANY฀POSITION
s฀!DAPTERS฀AND฀PUNCH฀FOR฀DEEP฀INDENT฀COMPRESSION

Tool dimensions: ....................................................................... ���฀X฀���฀X฀��฀MM
Tool weight:..................................................................................................... ���฀KG

Set Equipment:

s฀4EST฀2EPORT
s฀-ANUAL฀CRIMPING฀TOOL
s฀0LASTIC฀CASE฀FOR฀CRIMPING฀TOOL฀AND฀��฀CRIMPING฀DIES

COMPRESSION SECTION max. 400 mm²

MAXIMUME STROKE 30 mm

COMPRESSION FORCE 130 kN

OPERATING PRESSURE 700 bar (70 MPa)

HEAD OPENING: 35 mm



��

Adapters and punch for 

deep indent compression 

on request

Set API130-H

Adapters and punch for 

��
฀M

M

Description Order No. Dimensions Weight

Set crimping tool API130-H 610 x 400 x 140 mm 8,9 kg

API130-H – Battery Operated Hydraulic Crimping Tool

Technical Characteristics:

s฀,IGHT฀AND฀COMPACT฀STRUCTURE
s฀#RIMPING฀HEAD฀WITH฀SNAP฀CLOSURE�฀ROTATES฀���ª
s฀(IGH฀SPEED฀FEED฀WITH฀DOUBLE฀HYDRAULIC฀CYLINDER
s฀0RESSURE฀RELEASE฀BUTTON฀WITH฀SINGLE฀HANDED฀OPERATION
(on both sides, for left- and right handed operators)

s฀&ASTENING฀RING฀FOR฀SHOULDER฀STRAP
s฀%RGONOMIC฀GRIP฀FOR฀WEIGHT฀BALANCE฀AND฀EASY฀AND฀SAFE฀OPERATION
s฀0LASTIC฀HOUSING�฀GRIP฀AND฀PRESSURE฀RELEASE฀BUTTON�฀INSULATING฀AND฀SHOCK฀
 presistant

s฀)NTELLIGENT฀ELECTRONIC฀TOOL

Tool dimensions: ....................................................................... 424 x 300 x 96 mm

Tool weight:..................................................................................................... ���฀KG

Set Equipment:

s฀4EST฀2EPORT
s฀"ATTERY
OPERATED฀HYDRAULIC฀CRIMPING฀TOOL
s฀����6����!H฀,I
)ON฀n฀BATTERY฀n฀2!�
s฀"ATTERY฀CHARGER฀n฀,'�
s฀(ANDY฀GRIP฀FOR฀SAFE฀TRANSPORT
s฀0LASTIC฀CASE฀FOR฀#RIMPING฀TOOL฀AND฀MAXIMUM฀��฀CRIMPING฀DIES
s฀3HOULDER฀STRAP฀
฀4'�

CRIMPING RANGE TABLE PP130-H - HPI130-H - API130-H

Crimping Type (EXAGONAL Indent 4RAPEZOID Oval Round
Strip off 

insert
Deap 

Indent

Crimping Die

Crimping Shape

Max. Cross section ���฀MM§ ���฀MM§ ���฀MM§ �฀X฀���฀MM§ ���฀MM§ ������฀MM§ ���฀MM§

Accessories see page 59

Selection of crimping dies Pages 66 - 68

Plastic case for dies Page 68



��

Set PP230

286

121

SERIES 230 - 230 kN

MAIN CHARACTERISTICS PP230

COMPRESSION SECTION max. 630 mm²

MAXIMUME STROKE 28 mm

COMPRESSION FORCE 230 kN

OPERATING PRESSURE 700 bar (70 MPa)

Description Order No. Dimensions weight

Set crimping head PP230 ���฀X฀���฀X฀���฀MM ���฀KG

PP230 – Hydraulic Crimping Head

The unit must be operated through 700 bar hydraulic pump to reach 

compression force of 230 kN. (pages 77 - 84)

Technical Characteristics:

s฀3TURDY฀AND฀COMPACT฀STRUCUTURE
s฀/PENABLE฀HEAD฀TO฀MAKE฀IT฀EASY฀TO฀POSITION฀AND฀INSERT฀THE฀CRIMPING฀DIES฀
s฀1UICK฀MAKE฀SNAP฀LOCK฀CONNECTION฀AND฀NON฀DETACHABLE฀DUST฀CAP

Tool dimensions: ....................................................................... 121 x 286 x 88 mm

Tool weight:..................................................................................................... ���฀KG

Set Equipment:

s฀(YDRAULIC฀#RIMPING฀(EAD
s฀0LASTIC฀CASE฀FOR฀CRIMPING฀HEAD฀AND฀TWO฀CRIMPING฀DIES฀AND฀ONE฀ADAPTER

Selection of crimping dies Pages 69 - 70

Adapter for crimping dies Page 70

Crimping Type (EXAGONAL Indent Oval Notch Adapter AD230-130

Crimping Die

  

Crimping Shape
Allows use of 130 
series dies, on 230 

series

Max. Cross section ���฀MM§ ���฀MM§ �฀X฀���฀MM§ ���฀MM§ see page 70

CRIMPING RANGE TABLE PP230



��

Set PP520

261

218

SERIES 520 - 520 kN

MAIN CHARACTERISTICS PP520

Description Order No. Dimensions Weight

Set crimping head PP520 ���฀X฀���฀X฀���฀MM ����฀KG

Set Equipment:

s฀(YDRAULIC฀#RIMPING฀(EAD
s฀0LASTIC฀CASE฀FOR฀CRIMPING฀HEAD฀AND฀TWO฀CRIMPING฀DIES

PP520 – Hydraulic Crimping Head

The unit must be operated through 700 bar hydraulic pump to reach 

compression force of 520 kN. (pages 77 - 84)

Technical Characteristics:

s฀3TURDY฀AND฀COMPACT฀STRUCUTURE
s฀/PENABLE฀HEAD฀TO฀MAKE฀IT฀EASY฀TO฀POSITION฀AND฀INSERT฀THE฀CRIMPING฀DIES฀
s฀1UICK฀MAKE฀SNAP฀LOCK฀CONNECTION฀AND฀NON฀DETACHABLE฀DUST฀CAP฀
s฀4ILTING฀SYSTEM฀FOR฀COUPLER

Tool dimensions: ..................................................................... 218 x 261 x 124 mm

Tool weight:................................................................................................... 13,2 kg

Crimping Type (EXAGONAL !DAPTER฀!$���
���

Crimping Die

   

Crimping Shape Allows use of 130 series dies, on 520 series

Max. Cross section �����฀MM§ see page 71

Selection of crimping dies Page 71

Adapter for crimping dies Page 71

CRIMPING RANGE TABLE PP520

COMPRESSION SECTION max. 1.000 mm²

MAXIMUME STROKE 25 mm

COMPRESSION FORCE 520 kN

OPERATING PRESSURE 700 bar (70 MPa)



��

Set PP600Set PP600

���

200

SERIES 600- 600 kN

MAIN CHARACTERISTICS PP600

Description Order No. Dimensions Weight

Set crimping head PP600 400 x 260 x 360 26 kg

PP600 – Hydraulic Crimping Head – 600 kN

The unit must be operated through 700 bar hydraulic pump to reach 

compression force of 600 kN. (pages 77 - 84)

Technical Characteristics:

s฀3TURDY฀AND฀COMPACT฀STRUCUTURE
s฀/PENABLE฀HEAD฀TO฀MAKE฀IT฀EASY฀TO฀POSITION฀AND฀INSERT฀THE฀CRIMPING฀DIES฀
s฀1UICK฀MAKE฀SNAP฀LOCK฀CONNECTION฀AND฀NON฀DETACHABLE฀DUST฀CAP฀

Tool dimensions: .....................................................................���฀X฀���฀X฀���฀MM
Tool weight:...................................................................................................... ��฀KG

Set Equipment:

s฀(YDRAULIC฀#RIMPING฀(EAD
s฀-ETAL฀CASE฀FOR฀CRIMPING฀HEAD

COMPRESSION SECTION max. 1.600 mm²

MAXIMUME STROKE 30 mm

COMPRESSION FORCE 600 kN

OPERATING PRESSURE 700 bar (70 MPa)

Crimping Type (EXAGONAL

Crimping Die

Crimping Shape

Max. Cross section �����฀MM§

CRIMPING RANGE TABLE PP600

Selection of crimping dies Page 72

Metal case for dies Page 72
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NG3NG3NG3

,':�

,'�,'�

NG2

2!�2!�

RA10

RA6 2!�2!�RA6RA6

RA9 RA1RA9 RA10RA1

2!�RA4

RA12RA11 RA12RA11RA1 RA1

ACCESSORIES

Battery charger

Tension Battery
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Description Model Weight

3TORAGE฀"ATTERY฀��฀6฀�฀���฀!H฀.I
-( RA4 ���฀G

3TORAGE฀"ATTERY฀��฀6฀�฀���฀!H฀.I
-( RA5 ���฀G

3TORAGE฀"ATTERY฀����฀6฀�฀���฀!H฀.I
-( RA6 ���฀G

3TORAGE฀"ATTERY฀����฀6฀�฀���฀!H฀.I
-( RA7 ���฀G

3TORAGE฀"ATTERY฀����฀6฀�฀���฀!H฀,I
)ON RA9 ���฀G

3TORAGE฀"ATTERY฀����฀6฀�฀���฀!H฀,I
)ON RA10 ���฀G

3TORAGE฀"ATTERY฀��฀6฀�฀���฀!H฀,I
)ON RA11 ���฀G

3TORAGE฀"ATTERY฀��฀6฀�฀���฀!H฀,I
)ON RA12 420 g

Storage Battery

Description Model Weight

&AST฀BATTERY฀CHARGER LG7 ���฀G

"ATTERY฀CHARGER฀���฀6฀SOURCE	 LGZ2 ���฀G

&AST฀BATTERY฀CHARGER LG8 ���฀G

Battery Charger

Description Model Weight

Shoulder strap for battery operated tools TG2 90 g

Strap

Description Order No. Weight

53"฀#ABLE�฀�฀M CP-USB ��฀G

USB Cable �FOR฀#0����#0���
%#	

Adapter

Description Order No. Weight

!DAPTER฀FOR฀MAINS฀OPERATION฀���6฀!#����6฀! NG2 800 g

!DAPTER฀FOR฀MAINS฀OPERATION฀���฀6฀
฀��฀6฀�34),/฀��	 NG3 0,8
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CRIMPING DIES - SERIES 45

S
E

R
IE

S
 4

5

STILO45HP45

         

DIN standard

(EXAGON฀CRIMPING฀DIES฀ACCORDING฀TO฀$).฀�����฀FOR฀CONNECTORS฀ACCORDING฀TO฀$).฀������฀#U�฀!L

STANDARD TYPE
(EXAGON฀CRIMPING฀DIES฀FOR฀STANDARD฀TYPE฀

cable shoes and connectors

Copper Aluminium Copper

Cross section (mm²) Code No.
Compr. 

width (mm)
Order No. Code No.

Compr. 
width (mm) 

Order No.
Compr. 

width (mm)
Order No.

6 � � MK5-45 � MH6-45

10 6 � MK6-45 10 � MK10B-45 � MH10-45

16 8 � MK8-45
12 � MK12B-45

� MH16-45

25 10 � MK10-45 � MH25-45

35 12 � MK12-45 14 � MK14B-45 � MH35-45

50 14 � MK14-45 16 � MK16B-45 � MH50-45

70 16 � MK16-45 18 � MK18B-45 � MH70-45

95 18 � MK18-45
22 � MK22B-45

� MH95-45

120 20 � MK20-45 � MH120-45

150 22 � MK22-45 � MH150-45

Dies for full tension and Aluminium-Steel, ACSR available on request

            

Round dies to round off 

copper and aluminium sector 

shaped conductor

Type

SE* SM**

Cross section 
(mm²)

Compr. 
width (mm)

Order No. Order No.

10 20 MR4,1-45

16 20 MR5,1-45

25 20 MR6,3-45

35 20 MR6,3-45 MR7,5-45

50 20 MR7,5-45 MR9,0-45

70 20 MR9,0-45 MR10,5-45

95 20 MR10,5-45 MR12,5-45

120 20 MR12,5-45 MR14,0-45

150 20 MR14,0-45

    

WIRE END SLEEVES

4RAPEZOID฀CRIMPING฀DIES฀FOR฀WIRE฀END฀SLEEVE

Cross section (mm²) Compr. width (mm) Order No.

10 20 MTT10-45

16 20 MTT16-45

25 20 MTT25-45

35 20 MTT35-45

50 20 MTT50-45

70 20 MTT70-45

95 20 MTT95-45

Plastic case – KKPE-45-50

Description Order No. Dimensions Weight

#ASE฀FOR฀DIES฀��K.
��K. KKPE-45-50 ���฀X฀���฀X฀��฀MM 200 g

Plastic Case for Crimping Dies

* SE sector solid
** SM sector multi-stranded



61

CRIMPING DIES - SERIES 50 - SERIES 60-1/3
S

E
R

IE
S
 5

0

HP50 MP60-3 PP60-1 HP60-3 API60-1S
E

R
IE

S
 6

0
-1

/3

        

DIN standard

(EXAGON฀CRIMPING฀DIES฀ACCORDING฀TO฀$).฀�����฀FOR฀CONNECTORS฀ACCORDING฀TO฀$).฀������฀#U�฀!L

STANDARD TYPE
(EXAGON฀CRIMPING฀DIES฀FOR฀STANDARD฀TYPE฀

cable shoes and connectors

Copper Aluminium Copper

Cross section (mm²) Code No.
Compr. 

width (mm)
Order No. Code No.

Compr. 
width (mm) 

Order No.
Compr. 

width (mm)
Order No.

6 � � MK5-50 � MH6-50

10 6 � MK6-50 10 � MK10B-50 � MH10-50

16 8 � MK8-50
12 � MK12B-50

� MH16-50

25 10 � MK10-50 � MH25-50

35 12 � MK12-50 14 � MK14B-50 � MH35-50

50 14 � MK14-50 16 � MK16B-50 � MH50-50

70 16 � MK16-50 18 � MK18B-50 � MH70-50

95 18 � MK18-50
22 � MK22B-50

� MH95-50

120 20 � MK20-50 � MH120-50

150 22 � MK22-50 �� � MK25B-50 � MH150-50

185 �� � MK25-50 28 � MK28B-50 � MH185-50

240º 28 � MK28-50º 32 � MK32-50Vº � MH240-50º

Dies for full tension and Aluminium-Steel, ACSR available on request

  

PIN 
TERMINALS

Indent crimping dies for 
terminals according to 

DIN 46234

FINE WIRE

Indent crimping dies for 
fine wire conductors

Cross section (mm²) Order No. Order No.

10 MD10-50 MDF10-50

16 MD16-50 MDF16-50

25 MD25-50 MDF25-50

35 MD35-50 MDF35-50

50 MD50-50 MDF50-50

70 MD70-50

95 MD95-50

    

WIRE END SLEEVES

4RAPEZOID฀CRIMPING฀DIES฀FOR฀WIRE฀END฀SLEEVE

Cross section (mm²) Compr. width (mm) Order No.

10 20 MTT10-50

16 20 MTT16-50

25 20 MTT25-50

35 20 MTT35-50

50 20 MTT50-50

70 20 MTT70-50

95 20 MTT95-50

° not for HP50
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CRIMPING DIES - SERIES 50 - SERIES 60-1/3

* RE round solid
** RM round multi-stranded

                 

Oval crimping dies for the compression of compression dead-ends and oval 

connectors according to DIN 48217 and H branch terminals

Dead end clamps and oval connectors H-Clamp

Copper Aluminium Steel Copper

Cross section 
(mm²)

Compr. width 
(mm)

Order No. Order No. Order No. Order No.

6RE* � MO7-50

6 �
MO10-50

10 �

10RE* � MO8-50 MO10-50

10RM** �
MO10-50

16RE* �

16 � MO12-50 MO12-50 MO16-50

25 � MO16-50 MO16-50 MO18-50

35 � MO18-50 MO18-50 MO18-50 MO21-50

50 � MO20-50 MO20-50 MO20-50

70 � MO22-50 MO22-50 MO22-50

95 � MO24-50 MO24-50

120 � MO26-50

     

NOTCH CONNECTOR

Oval crimping dies for notch connector

Cu-Conductor Al-Conductor Al-Steel-rope

Cross section (mm²) Order No. Order No. Order No.

10 MKO10-50CU

16 MKO16-50CU

25 MKO25-50CU MKO25-50AL

35/6 MKO35/6-50

35 MKO35-50CU MKO35-50AL

50 MKO50-50CU MKO50-50AL

50/8 MKO50/8-50

50/30 MKO50/30-50

70 MKO70-50CU MKO70-50AL

70/12 MKO70/12-50

95 MKO95-50CU MKO95-50AL

120 MKO120-50CU MKO120-50AL
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CRIMPING DIES - SERIES 50 - SERIES 60-1/3

Plastic case – KKPE-45-50

* SE sector solid
** SM sector multi-stranded
*** depending on type and size of joining accessories
° not for HP50

               

Round dies to round off 

copper and aluminium sector 

shaped conductor

Type

SE* SM**

Cross section 
(mm²)

Compr. 
width (mm)

Order No. Order No.

10 20 MR4,1-50

16 20 MR5,1-50

25 20 MR6,3-50

35 20 MR6,3-50 MR7,5-50

50 20 MR7,5-50 MR9,0-50

70 20 MR9,0-50 MR10,5-50

95 20 MR10,5-50 MR12,5-50

120 20 MR12,5-50 MR14,0-50

150 20 MR14,0-50 MR15,7-50

185 20 MR15,7-50 MR17,5-50

240 20 MR17,5-50 MR20,2-50

300º 20 MR20,2-50º

              

Strip off ACSR

Strip off Aluminium part of ACSR cables***

Cross section 
(mm²)

Order No.

25/4 AL-ST25/4-50

35/6 AL-ST35/6-50

50/8 AL-ST50/8-50

70/12 AL-ST70/12-50

95/15 AL-ST95/15-50

120/20 AL-ST120/20-50

Description Order No. Dimensions Weight

#ASE฀FOR฀DIES฀��K.
��K. KKPE-45-50 ���฀X฀���฀X฀��฀MM 200 g

Plastic Case for Crimping Dies

Description Order No. For Dies Weight

Adapter AD50-45 ��฀K. ��฀G

Adapter for Crimping Dies 45 kN

!LLOWS฀USE฀OF฀ALL฀DIES฀FOR฀THE฀TOOL฀��K.฀ON฀MODELS฀(0���฀-0��
��฀(0��
��฀
PP60-1 and API60-1
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CRIMPING DIES - SERIES 60-2/4
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MP60-2 PP60-2 HP60-4 API60-2

        

DIN standard

Hexagon crimping dies according to DIN 48083 for connectors according to DIN 46235, Cu, Al

STANDARD TYPE
Hexagon crimping dies for standard type 

cable shoes and connectors

Copper Aluminium Copper

Cross section (mm²) Code No.
Compr. 

width (mm)
Order No. Code No.

Compr. 
width (mm) 

Order No.
Compr. 

width (mm)
Order No.

6 5 5 MK5-CK 5 MH6-CK

10 6 5 MK6-CK 10 7 MK10B-CK 5 MH10-CK

16 8 5 MK8-CK
12 7 MK12B-CK

5 MH16-CK

25 10 5 MK10-CK 5 MH25-CK

35 12 5 MK12-CK 14 7 MK14B-CK 5 MH35-CK

50 14 5 MK14-CK 16 7 MK16B-CK 5 MH50-CK

70 16 5 MK16-CK 18 7 MK18B-CK 5 MH70-CK

95 18 5 MK18-CK
22 7 MK22B-CK

5 MH95-CK

120 20 5 MK20-CK 5 MH120-CK

150 22 5 MK22-CK 25 7 MK25B-CK 5 MH150-CK

185 25 5 MK25-CK 28 7 MK28B-CK 5 MH185-CK

240 28 5 MK28-CK 32 7 MK32B-CK 5 MH240-CK

300 32 5 MK32-CK 34 5 MK34-CK 5 MH300-CK

Dies for full tension and Aluminium-Steel, ACSR available on request

  

PIN 
TERMINALS

Indent crimping dies for 
terminals according to 

DIN 46234

FINE WIRE

Indent crimping dies for 
fine wire conductors

Cross section (mm²) Order No. Order No.

10 MD10-CK MDF10-CK

16 MD16-CK MDF16-CK

25 MD25-CK MDF25-CK

35 MD35-CK MDF35-CK

50 MD50-CK MDF50-CK

70 MD70-CK MDF70-CK

    

WIRE END SLEEVES

Trapezoid crimping dies for wire end sleeve

Cross section (mm²) Compr. width (mm) Order No.

10 20 MTT10-CK

16 20 MTT16-CK

25 20 MTT25-CK

35 20 MTT35-CK

50 20 MTT50-CK

70 20 MTT70-CK

95 20 MTT95-CK

120 20 MTT120-CK

150 20 MTT150-CK

185 20 MTT185-CK

240 20 MTT240-CK



��

CRIMPING DIES - SERIES 60-2/4

     

NOTCH CONNECTOR

Oval crimping dies for notch connector

Cu-Conductor Al-Conductor Al-Steel-rope

Cross section (mm²) Order No. Order No. Order No.

10 MKO10-CK-CU

16 MKO16-CK-CU

25 MKO25-CK-CU MKO25-CK-AL

35 MKO35-CK-CU MKO35-CK-AL

50 MKO50-CK-CU MKO50-CK-AL

50/8 MKO50/8-CK

50/30 MKO50/30-CK

70 MKO70-CK-CU MKO70-CK-AL

70/12 MKO70/12-CK

95/15 MKO95/15-CK

               

Round dies to round off 

copper and aluminium sector 

shaped conductor

Type

SE* SM**

Cross section 
(mm²)

Compr. 
width (mm)

Order No. Order No.

10 20 MR4,1-CK

16 20 MR5,1-CK

25 20 MR6,3-CK

35 20 MR6,3-CK MR7,5-CK

50 20 MR7,5-CK MR9,0-CK

70 20 MR9,0-CK MR10,5-CK

95 20 MR10,5-CK MR12,5-CK

120 20 MR12,5-CK MR14,0-CK

150 20 MR14,0-CK MR15,7-CK

185 20 MR15,7-CK MR17,5-CK

240 20 MR17,5-CK MR20,2-CK

300 20 MR20,2-CK

plastic case – KKPE-C-CK

Description Order No. Dimensions Weight

Case for 24 crimping dies 

for 60kN
KKPE-C-CK 410 x 360 x 110 mm 1,4 kg

Plastic Case for Crimping Dies

* SE sector solid
** SM sector multi-stranded
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CRIMPING DIES - SERIES 130
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PP130-C PP130-C2 PP130-H HPI130-C HPI130-C2 HPI130-H API130-C API130-C2 API130-H

          

DIN standard

(EXAGON฀CRIMPING฀DIES฀ACCORDING฀TO฀$).฀�����฀FOR฀CONNECTORS฀ACCORDING฀TO฀$).฀������฀#U�฀!L

STANDARD TYPE
(EXAGON฀CRIMPING฀DIES฀FOR฀STANDARD฀TYPE฀

cable shoes and connectors

Copper Aluminium Copper

Cross section (mm²) Code No.
Compr. 

width (mm)
Order No. Code No.

Compr. 
width (mm) 

Order No.
Compr. 

width (mm)
Order No.

10 6 � MK6-C 8 MH10-C

16 8 14 MK8-C
12 14 MK12-C

8 MH16-C

25 10 14 MK10-C 10 MH25-C

35 12 14 MK12-C 14 14 MK14-C 14 MH35-C

50 14 14 MK14-C 16 14 MK16-C 14 MH50-C

70 16 14 MK16-C 18 14 MK18-C 14 MH70-C

95 18 14 MK18-C
22 14 MK22-C

14 MH95-C

120 20 14 MK20-C 14 MH120-C

150 22 14 MK22-C �� 14 MK25-C 14 MH150-C

185 �� 14 MK25-C 28 14 MK28L-C 14 MH185-C

240 28 � MK28-C 32 �� MK32L-C 14 MH240-C

300 32 � MK32-C 34 �� MK34L-C � MH300-C

400 � MH400-C

          

BRITISH standard

(EXAGON฀CRIMPING฀DIES฀ACCORDING฀"RITISH฀3TANDARD฀OR฀EQUIVALENT

ITALIAN type

(EXAGON฀CRIMPING฀DIES฀ACCORDING฀)TALIAN฀4YPE฀OR฀EQUIVALENT

Copper Copper

Cross section
(mm²)

Compr. width 
(mm)

Order No.
Compr. width 

(mm)
Order No.

10 10 BS10-C � U13-K07M

16 10 BS16-C � U13-K08M

25 10 BS25-C 12 U13-K10M

35 14 BS35-C 12 U13-K11M

50 14 BS50-C 12 U13-K13M

70 16 BS70-C 12 U13-K14

95 16 BS95-C 12 U13-K17M

120 16 BS120-C 12 U13-K18

150 16 BS150-C 12 U13-K20D

185 16 BS185-C 14 U13-K22D

240 14 BS240-C 14 U13-K25M

300 � BS300-C � U13-K28D

400 � BS400-C � U13-K24D

Dies for full tension and Aluminium-Steel, ACSR available on request



��

CRIMPING DIES - SERIES 130

   

PIN 
TERMINALS

Indent crimping dies for 
terminals according to 

DIN 46234

FINE WIRE

Indent crimping dies for 
fine wire conductors

Cross section (mm²) Order No. Order No.

16 MD16-C MDF16-C

25 MD25-C MDF25-C

35 MD35-C MDF35-C

50 MD50-C MDF50-C

70 MD70-C MDF70-C

95 MD95-C MDF95-C

120 MD120-C MDF120-C

150 MD150-C MDF150-C

    

WIRE END SLEEVES

4RAPEZOID฀CRIMPING฀DIES฀FOR฀WIRE฀END฀SLEEVE

Cross section (mm²) Compr. width (mm) Order No.

16 20 MTT16-C

25 20 MTT25-C

35 20 MTT35-C

50 26 MTT50-C

70 26 MTT70-C

95 26 MTT95-C

120 26 MTT120-C

150 26 MTT150-C

185 26 MTT185-C

240 26 MTT240-C

                 

Oval crimping dies for the compression of compression dead-ends and oval 

connectors according to DIN 48217 and H branch terminals

Dead end clamps and oval connectors H-Clamp

Copper Aluminium Steel Copper

Cross section 
(mm²)

Compr. width 
(mm)

Order No. Order No. Order No. Order No.

10 � MO10-C MO10-C

16 � MO12-C MO12-C MO16-C

25 � MO16-C MO16-C MO18-C

35 � MO18-C MO18-C MO18-C MO21-C

50 � MO20-C MO20-C MO20-C

70 � MO22-C MO22-C MO22-C

95 � MO24-C MO24-C MO25-C

120 � MO26-C MO26-C

         

H BRANCH TERMINALS

/VAL฀CRIMPING฀DIES฀FOR฀(฀BRANCH฀TERMINALS

TWIN CABLE LUGS

Oval crimping dies for twin cable lugs

Cross section
(mm²)

Compr. width 
(mm)

Order No.
Compr. width 

(mm)
Order No.

2 x 50 30 MRH22-C 12 MRD22-C

2 x 70 30 MRH26-C 12 MRD26-C

2 x 95 30 MRH30-C 12 MRD30-C

2 x 120 30 MRD32-C 12 MRD32-C
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plastic case – KKPE-C-CK plastic case – KKPE-TN

CRIMPING DIES - SERIES 130

               

Round dies to round off 

copper and aluminium sector 

shaped conductor

Type

SE SM

Cross section 
(mm²)

Compr. 
width (mm)

Order No. Order No.

10 �� MR4,1-C

16 �� MR6,3-C MR5,1-C

25 �� MR7,5-C MR6,3-C

35 �� MR9,0-C MR7,5-C

50 �� MR10,5-C MR9,0-C

70 �� MR12,5-C MR10,5-C

95 �� MR14,0-C MR12,5-C

120 �� MR15,7-C MR14,0-C

150 �� MR17,5-C MR15,7-C

185 �� MR20,2-C MR17,5-C

240 �� MR22,5-C MR20,2-C

300 �� MR22,5-C

              

Strip off ACSR

Strip off Aluminium part of ACSR cables***

Cross section 
(mm²)

Order No.

50/8 AL-ST 50/8-C

50/30 AL-ST 50/30-C

70/12 AL-ST 70/12-C

95/15 AL-ST 95/15-C

95/55 AL-ST 95/55-C

120/20 AL-ST 120/20-C

150/25 AL-ST 150/25-C

170/40 AL-ST 170/40-C

185/30 AL-ST 185/30-C

210/35 AL-ST 210/35-C

240/40 AL-ST 240/40-C

265/35 AL-ST 265/35-C

Description Order No. Dimensions Weight

Case for 24 crimping dies 

for 130kN
KKPE-C-CK 410 x 360 x 110 mm 1,4 kg

Case for deep 

indent dies
KKPE-TN  410 x 360 x 110 mm 1,4 kg

Plastic Cases For Crimping Dies

         

C CONNECTORS

Oval crimping dies for copper C connectors 
for Italian type or equivalent

Cross section (mm²)
Order No.

Run Tap

10 10 ÷ 1,5 U13-DC10

16 16 ÷ 1,5

U13-DC2525 ÷ 16 10 ÷ 1,5

25 25 ÷ 16

40 ÷ 35 16 ÷ 1,5

U13-DC35
40 ÷ 35 40 ÷ 25

50 25 ÷ 10

70 ÷ 63 25 ÷ 1,5

50 25 ÷ 4

U13-DC70
50 50 ÷ 35

70 ÷ 50 40 ÷ 4

70 ÷ 50 70 ÷ 35

100 ÷ 95 40 ÷ 4

U13-DC95100 ÷ 95 70 ÷ 40

100 ÷ 95 100 ÷ 63

125 ÷ 110 125 ÷ 25

U13-DC185
160 ÷ 150 125 ÷ 25

150 150 ÷ 63

185 100 ÷ 16

* SE sector solid
** SM sector multi-stranded
*** depending on type and size of joining accessories
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CRIMPING DIES - SERIES 230

        

DIN standard

(EXAGON฀CRIMPING฀DIES฀ACCORDING฀TO฀$).฀�����฀FOR฀CONNECTORS฀ACCORDING฀TO฀$).฀������฀#U�฀!L

STANDARD TYPE
(EXAGON฀CRIMPING฀DIES฀FOR฀STANDARD฀TYPE฀

cable shoes and connectors

Copper Aluminium Copper

Cross section (mm²) Code No.
Compr. 

width (mm)
Order No. Code No.

Compr. 
width (mm) 

Order No.
Compr. 

width (mm)
Order No.

16
12 14 MK12-230

25 10 14 MK10-230

35 12 14 MK12-230 14 14 MK14-230

50 14 14 MK14-230 16 14 MK16-230

70 16 14 MK16-230 18 12 MK18-230

95 18 12 MK18-230
22 40 MK22B-230

120 20 14 MK20-230 14 MH120-230

150 22 14 MK22-230 �� 40 MK25B-230 14 MH150-230

185 �� 14 MK25-230 28 40 MK28B-230 14 MH185-230

240 28 14 MK28-230 32 �� MK32B-230 �� MH240-230

300 32 �� MK32-230 34 �� MK34B-230 �� MH300-230

400 38 �� MK38-230 38 �� MK38B-230 �� MH400-230

500 42 �� MK42-230 44 �� MK44-230 �� MH500-230

630 44 �� MK44-230 �� MH625-230

Dies for full tension and Aluminium-Steel, ACSR available on request

       

FINE WIRE

Indent crimping dies for fine wire conductors

Cross section (mm²) Order No.

120 MDF120-230

150 MDF150-230

185 MDF185-230

240 MDF240-230

300 MDF300-230

S
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PP230
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CRIMPING DIES - SERIES 230

       

H BRANCH TERMINALS

/VAL฀CRIMPING฀DIES฀FOR฀(฀BRANCH฀TERMINALS

TWIN CABLE LUGS

Oval crimping dies for twin cable lugs

Cross section
(mm²)

Compr. width 
(mm)

Order No.
Compr. width 

(mm)
Order No.

2 x 50 40 MRH22-230 40 MRD22-230

2 x 70 40 MRH26-230 40 MRD26-230

2 x 95 40 MRH30-230 40 MRD30-230

2 x 120 40 MRD32-230 40 MRD32-230

2 x 150 40 MRD34-230

                        

NOTCH CONNECTOR

Oval crimping dies for notch connector

Cu-Conductor Al-Conductor Al-Steel-rope

Cross section (mm²) Order No. Order No. Order No.

10 MKO10-230-CU

16 MKO16-230-CU

25 MKO25-230-CU MKO25-230-AL

35 MKO35-230-CU MKO35-230-AL

50 MKO50-230-CU MKO50-230-AL

50/8 MKO50/8-230

50/30 MKO50/30-230

70 MKO70-230-CU MKO70-230-AL

70/12 MKO70/12-230

95 MKO95-230-CU MKO95-230-CU

95/15 MKO95/15-230

120 MKO120-230-CU MKO120-230-CU

120/21 MKO120/21-230

125/30 MKO125/30-230

150 MKO150-230-CU MKO150-230-CU

150/25 MKO150/25-230

185 MKO185-230-CU

185/32 MKO185/32-230

240 MKO240-230-CU

210/36 MKO210/36-230

210/50 MKO210/50-230

240/40 MKO240/40-230

Description Order No. For Dies Weight

Adapter AD230-130 130 kN 0,82 kg

Adapter for Crimping Dies 130 kN

Allows use of all dies (C-form) for the tool 130kN (page 66 ff.) on model PP230
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CRIMPING DIES - SERIES 520
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DIN standard

(EXAGON฀CRIMPING฀DIES฀ACCORDING฀TO฀$).฀�����฀FOR฀CONNECTORS฀ACCORDING฀TO฀$).฀������฀#U�฀!L

Copper Aluminium

Cross section (mm²) Code No.
Compr. width 

(mm)
Order No. Code No.

Compr. width 
(mm) 

Order No.

16
12 14 MK12-520

25

35 12 14 MK12-520 14 14 MK14-520

50 14 14 MK14-520 16 14 MK16-520

70 16 14 MK16-520 18 14 MK18-520

95 18 14 MK18-520
22 40 MK22B-520

120 20 14 MK20-520

150 22 14 MK22-520 �� 40 MK25B-520

185 �� 14 MK25-520 28 40 MK28B-520

240 28 14 MK28-520 32 40 MK32B-520

300 32 �� MK32-520 34 40 MK34B-520

400 38 �� MK38-520 38 40 MK38B-520

500 42 �� MK42-520 44 40 MK44B-520

630 44 �� MK44-520 �� 40 MK52B-520

800 �� �� MK52-520 �� �� MK58-520

1000 �� �� MK58-520 60 �� MK60-520

Dies for full tension and Aluminium-Steel, ACSR available on request

Description Order No. For Dies Weight

Adapter AD520-130 130 kN ����฀KG

Adapter for Crimping Dies 130 kN

!LLOWS฀USE฀OF฀ALL฀DIES฀�#
FORM	฀FOR฀THE฀TOOL฀���K.฀�PAGE฀��฀FF�	฀ON฀MODEL฀00���

PP520
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CRIMPING DIES - SERIES 600
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PP600

        

DIN standard

(EXAGON฀CRIMPING฀DIES฀ACCORDING฀TO฀$).฀�����฀FOR฀CONNECTORS฀ACCORDING฀TO฀$).฀������฀#U�฀!L

Copper Aluminium

Cross section (mm²) Code No.
Compr. width 

(mm)
Order No. Code No.

Compr. width 
(mm) 

Order No.

16
12 14 MK12-600

25 10 14 MK10-600

35 12 14 MK12-600 14 14 MK14-600

50 14 14 MK14-600 16 14 MK16-600

70 16 14 MK16-600 18 14 MK18-600

95 18 14 MK18-600
22 40 MK22B-600

120 20 14 MK20-600

150 22 14 MK22-600 �� 40 MK25B-600

185 �� 14 MK25-600 28 40 MK28B-600

240 28 14 MK28-600 32 40 MK32B-600

300 32 �� MK32-600 34 40 MK34B-600

400 38 �� MK38-600 38 40 MK38B-600

500 42 �� MK42-600 44 40 MK44B-600

630 44 �� MK44-600 �� 40 MK52B-600

800 �� �� MK52-600 �� �� MK58-600

1000 �� �� MK58-600 60 �� MK60-600

1200 60 �� MK60-600

1600 �� �� MK70-600

Dies for full tension and Aluminium-Steel, ACSR available on request


